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CWR-635M
3.5G plus WLAN Mobile Server Router

Quick Setup Guide
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Important Information
Default IP : 192.168.1.1 (Router Mode)

192.168.1.254 (AP Mode)
10.64.64.64 (Client Mode)

Default Username & Password : admin
Default Channel : 6
Web Browser Requirement : Internet Explorer 5.5, 6.0 or higher version,
Netscape Navigator 7.x
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Chapter 1 About Mobile Server Router

1.1 Hardware Overview

Power Plug 100V ~ 240V Input
Operation Mode
Switch Router, AP, and Client. 3 operation modes

Reset Button
Press »Reset… button over 7 seconds. When status indicator turns
from flashing to solid, the process is completed. All settings are
back to default.

Ethernet Port 2 RJ-45 Ethernet 10/100 Ports

USB2.0 Ports 2 USB Ports

 Power on the unit. When Power, Status & Wireless indicator lights become
solid, the server router is ready to use.

1.2 LED Indicator Status Description

Status
LED Indicator Solid Flashing

WIRELESS Operation OK Transmitting Data

LAN Ethernet OK Transmitting Data

WAN Internet OK Transmitting Data

STATUS Operation OK Reset/Firmware updates in progress

POWER Operation OK Firmware upgrade failed
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Chapter 2. Easy Setup

2.1 What is Easy Setup
Easy Setup is a quick and easy install genie which offers you a super easy way to set up
the internet connection and USB devices.

2.2 Install Easy Setup

Step 1. After inserting the Install CD, please click Install Utility on the auto-run menu to
start the installation.

Step 2. While the illustration below is shown, click on Finish to complete Easy Setup
installation.

After completing the installation, Easy Setup icon will be generated on
desktop automatically.
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Chapter 3. Administrator Complete Setup

3.1 Wireless Router Mode Setup

Build up WAN and wireless LAN with 3.5G plus WLAN Mobile Server Router

Step 1. Please switch to Router mode and plug in power.

Make sure PC is connected to CWR -635M by a network cable.
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(PC LAN port CWR-636M LAN port)

Power on CRW-635M and check LED indicator (LAN)

Set PC network setting to obtain IP address automatically

Ping 192.168.1.1 (CWR-635M Router mode default IP)

Step 2. Please click on Easy Setup icon on your desktop to start the utility.
When the following window pops up, please select your Ethernet
adapter for the internet connection.

If the operation mode is not switched properly, the warning message will pop up. Please
power off the unit and check the switch.
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Step 3. Please select Administrator Complete Setup to start the configuration.

Please enter the default password admin, and click Yes.

Step 4. To change password, please enter your new password and click Next.  Or just
click on Next to continue.
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Step 5. Please select your Internet connection type and be reminded that you
cannot connect Internet via wired and wireless at the same time . Then click
Next when finished. If you˜re not sure, please contact your Internet Service
Provider (ISP). (Diagram below is for reference only.)

Type1 Dynamic IP Setup

Click DHCP as your Internet connection type. If you˜re not sure, please contact your
Internet Service Provider (ISP).

Here provides Backup of Connection function to indicate that when DHCP is
disconnected and detected, the system automatically provides HSDPA/UMTS connection
as backup. The default interval between the two connection detection is 3 minutes, and
the range is from 1 to 3 minutes. If 3.5G signal is not available, it starts to search
downward for 3/2.75/2.5G signals until none existed. Also, information like user name,
password and SIM PIN etc. are required here. Please refer to User M anual for more
details.

And click Next to continue.
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Type 2 Static IP Setup

Click Static IP and insert the required information as diagram shown below . If you˜re not
sure, please contact your Internet Service Provider (ISP).

Here provides Backup of Connection function to indicate that when Static IP is
disconnected and detected, the system automatically provides HSDPA/UMTS connection
as backup. The default interval between the two connection detection is 3 minutes, and
the range is from 1 to 3 minutes . If 3.5G signal is not available, it starts to search
downward for 3/2.75/2.5G signals until none existed. Also, information like user name,
password and SIM PIN etc. are required here. Please refer to User Manual for more
details.

And click Next to continue.
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Type 3 PPPoE Setup

Click PPPoE, and then enter your user name and password . If you˜re not sure, please
contact your Internet Service Provider (ISP).

Here provides Backup of Connection function to indicate that when PPPoE is
disconnected and detected, the system automatically provides HSDPA/UMTS connection
as backup. The default interval between the two connection detection is 3 minutes, and
the range is from 1 to 3 minutes. If 3.5G signal is not available, it starts to search
downward for 3/2.75/2.5G signals until none existed. Also, information like user name,
password and SIM PIN etc. are required here. Please refer to User Manual for more
details.

Click Next to continue.
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Type 4 PPTP Setup

Click PPTP and fill in the required information. If you˜re not sure, please contact your
Internet Service Provider (ISP).

Here provides Backup of Connection function to indicate that when PPTP is
disconnected and detected, the system automatically provides HSDPA/UMTS connection
as backup. The default interval between the two connection detection is 3 minutes, and
the range is from 1 to 3 minutes. If 3.5G signal is not available, it starts to search
downward for 3/2.75/2.5G signals until none existed. Also, information like user name,
password and SIM PIN etc. are required here. Please refer to User Manual for more
details.

And click Next to continue.


